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TRADITIONS OF GERMAN QUALITY ARE AFFORDABLE FOR EVERYBODY!

Dimax Int. GmbH (Germany) 
presents models of 

 vertical electric log splitters

VERTICAL ELECTRIC
LOG SPLITTERS

FROM KÖNNER & SÖHNEN®

Könner & Söhnen® vertical wood splitters  high-performance units designed for heavy-duty applications. 
They feature a reliable electric motor and a hydraulic drive.
All nodes are adapted to work for a long time without interruption in the intensive mode. The massive 
structure of the wood splitter features transport wheels for easy handling and does not take up much 
storage space.

 

Log splitter type hydraulic
Engine power 2300 W
Splitting force 8 ton
Engine type electric
Max. splitting length 550 mm
Max. splitting diameter 400 mm
Cutting time ~ 15 seс.
Working position vertical
Wheels 8’’
Gross dimensions (LxWxH) 820x990x1500 mm
Net weight 114 kg

KS 8THE V 55/40

Вага нетто

Log splitter type hydraulic

Engine power 2300 W
Splitting force 12 ton

Engine type electric

Max. splitting length 650 mm
Max. splitting diameter 400 mm
Cutting time ~ 25 seс.
Working position vertical

Wheels

Gross dimensions (LxWxH) 770x610x1550 mm
110 kg

KS 12THE V 65/40

8’’

Net weight

       The massive construction of the electric log splitter 
KS 12THE V 65/40 from Könner & Söhnen has greater 
stability and a reduced level of vibration feedback due to 
the large base area. The lower position of the splitter 
wedge eliminates the need to lift the logs high for 
splitting.

       The electric log splitter KS 8THE V 55/40 from Könner 
& Söhnen easily handles any type of wood, has 
maximum performance and durability.

NEW!


